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Product Specifications

$

AMD Au 1550, 500 MHz RISC (equivalent Microsoft Windows CE 4.2/5.0 kernal Device input: 5V DC 3A max.
to 1.2 GHz x86 TC Processors) .
Normal power consumption:

10w
H ®
128 MB DDR, expandable to 512 MB Microsoft” RDP Power consumption  (sleep
Citrix” ICA mode): 0.35W
Local Browser IE Wall-mount power supply input:

64 MB Disk-On-Chip with True File System ! Universal 90 — 240V AC 50-60

Xcalibur Global 1.1 Management Hz input (included)

client for 100% remote management
and trouble-shooting (for an

u 2 DVI-I connector supporting Analog/DVI additional cost). Dimensions:
x monitors 80(W) x158 (D) x34 (H) mm
Resolution up to 1280x1024x16M (24bit ) ) 0 3.15(W) x 6.22(D) x 1.34(H)"
m True Color) @70Hz Microsoft Windows NT Device weight: 200 gr [7 0Z]
12.8r-]bit 3D grapgicsMgccg_ler?tion engine Server 4.0 Terminal Edition Shipping weight:
with - separate ISplay memory Microsoft Windows 2000® Server )
o SDRAM. ) ) A Single pack - 1 Kg [2.2 Ibs]
Y-cable for quad-display/dual-screen to be Microsoft Windows 2003" Server Ten pack — 10 Kg [22 Ibs]
: (.NET)
m purchased as accessory from Chip PC ,
Citrix WinFrame®
) Citrix MetaFrame® Temperature range:
Resolution  1600x1200x64K colors or o Operating - 32& to 104&
q, 1280x1024x16M (24bit True Color) Citrix PS (O&C to 40&C)
128-bit 3D graphics acceleration engine " Storage: 326F to 1406
with separate 8 MB display memor g g
E SDRAMp pay y 1 year automatic Limited Hardware (0&C to 60&C)
' Warranty, additional 2 years pending Humidity: Operating - 20 to
m Supports VESA standard CRT & LCD on product registration 80% non  condensing;
S DVI—I_ connector supporting Analog/DVI http://www.chippc.com/support/ Storage - 10 to 90% non
monitors condensing
b Y-cable for quad-display/dual-screen to be #$ ki Altitude: O to 20,000 ft
x purchased as accessory from Chip PC & ‘
Visit  www.chippc.com to download )
Safety: UL 1950, cUL,(EN60
Audio Output - 3.5 mm (1/8 inch) Audio- /purchase 95)6) (
Out Jack; full 16-bit Stereo (exc. 5052) ' ( ) $ 73
. . . EMI/EMC: FCC Class B, CE
Audio Input - 3.5 mm (1/8 inch) Audio-In & Mark. EN55022B. VCCI
Jack Visit www.chippc.com to view updated EPA ENERGY STAR
Software volume / mute control list
' %
* + '
$ # &
4 USB 2.0-compatible ports 10/100 Fast Ethernet, twisted pair Teemtalk® Terminal Emulation
(RJ-45) with Auto-negotiate :
Converter cables (USB-to-PS/2, USB-to- Pack by Pericom Software
Serial, available as accessories from TCP/IP with DNS and DHCP '
Chip PC) Point-to-Point Protocol (PPP) Midnight Gray/Silver
SNMP  support allows remote + Monitor. Kevboard & M
Power ON/Self-Test passed (Green) configuration of device settings, arg?:gri]ncﬁ}&e?jar ouse
. reporting of device configuration and N . .
Power STBY/Self-Test Failed (Red) attached devices Xcalibur & Plug In licenses
. . are provided for an additional
LAN Link/Activity (Green/Amber) Compliant with standards: IEEE cost
802.3-LAN & 802.3U-LAN * Specifications subject to
chanage without prior notice
Model CPU Equiv. Flash RAM Video Video Output | Dual 1/10 Audio Max Resolution
x86 Memory Screen Ports Support
Support
EX-NG AMD Au 1550, 1.2GHz | 64MB 128 MB 8 MB 2x DVI Y 3 USB, Y 1600x1200 pixels,
6600 500 MHz RISC DOC DDR supporting 1 64K colors or
DVI/Analog Serial 1280x1024 pixels,
true color
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